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compliance date, existing and new fa-
cilities must recalculate organic HAP 
emissions over the 12-month period 
ending June 30 or December 31, which-
ever date is the first date following 
their compliance date specified in 
§ 63.5800. Subsequent calculations 
should cover the periods in the semi-
annual compliance reports. 

COMPLIANCE DATES AND STANDARDS 

§ 63.5800 When do I have to comply 
with this subpart? 

You must comply with the standards 
in this subpart by the dates specified in 
Table 2 to this subpart. Facilities 
meeting a organic HAP emissions 
standard based on a 12-month rolling 
average must begin collecting data on 
the compliance date in order to dem-
onstrate compliance. 

§ 63.5805 What standards must I meet 
to comply with this subpart? 

You must meet the requirements of 
paragraphs (a) through (h) of this sec-
tion that apply to you. You may elect 
to comply using any options to meet-
ing these standards described in 
§§ 63.5810 through 63.5830. Use the proce-
dures in § 63.5799 to determine if you 
meet or exceed the 100 tpy threshold. 

(a) If you have an existing facility 
that does not have any centrifugal 
casting or continuous lamination/cast-
ing operations, or an existing facility 
that does have centrifugal casting or 
continuous lamination/casting oper-
ations, but the combination of all cen-
trifugal casting and continuous lam-
ination/casting operations emit less 
than 100 tpy of HAP, you must meet 
the annual average organic HAP emis-
sions limits in Table 3 to this subpart 
and the work practice standards in 
Table 4 to this subpart that apply to 
you. 

(b) If you have an existing facility 
that emits 100 tpy or more of HAP from 
the combination of all centrifugal cast-
ing and continuous lamination/casting 
operations, you must reduce the total 
organic HAP emissions from these op-
erations by at least 95 percent by 
weight and meet any applicable work 
practice standards in Table 4 to this 
subpart that apply to you. Operations 
other than centrifugal casting, and 

continuous lamination/casting, must 
meet the requirements in Tables 3 and 
4 to this subpart. As an alternative to 
meeting 95 percent by weight, you may 
meet the organic HAP emissions limits 
in Table 5 to this subpart. If you have 
a continuous lamination/casting oper-
ation, that operation may alter-
natively meet a organic HAP emissions 
limit of 1.47 lbs/ton of neat resin plus 
and neat gel coat plus applied. For cen-
trifugal casting, the percent reduction 
requirement does not apply to organic 
HAP emissions that occur during resin 
application onto an open centrifugal 
casting mold using open molding appli-
cation techniques. 

(c) If you have a new facility that 
emits less than 100 tpy of HAP from the 
combination of all open molding, cen-
trifugal casting, continuous lamina-
tion/casting, pultrusion, SMC manufac-
turing, mixing, and BMC manufac-
turing, you must meet the annual aver-
age organic HAP emissions limits in 
Table 3 to this subpart and the work 
practice standards in Table 4 to this 
subpart that apply to you. 

(d)(1) Except as provided in para-
graph (d)(2) of this section, if you have 
a new facility that emits 100 tpy or 
more of HAP from the combination of 
all open molding, centrifugal casting, 
continuous lamination/casting, 
pultrusion, SMC manufacturing, mix-
ing, and BMC manufacturing, you must 
reduce the total organic HAP emis-
sions from these operations by at least 
95 percent by weight and meet any ap-
plicable work practice standards in 
Table 4 to this subpart that apply to 
you. As an alternative to meeting 95 
percent by weight, you may meet the 
organic HAP emissions limits in Table 
5 to this subpart. If you have a contin-
uous lamination/casting operation, 
that operation may alternatively meet 
a organic HAP emissions limit of 1.47 
lbs/ton of neat resin plus and neat gel 
coat plus applied. 

(2)(i) If your new facility manufac-
tures large reinforced plastic compos-
ites parts using open molding or 
pultrusion operations, the specific open 
molding and pultrusion operations used 
to produce large parts are not required 
to reduce HAP emissions by 95 weight 
percent, but must meet the emission 
limits in Table 3 to this subpart. 
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